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FANS

WPA-D-N/Ex
ROOF FAN

APPLICATION

•	local exhausts

•	filtering units

•	installation with the air discharge of a requested dynamic rise

•	function in areas of explosion hazard where explosive atmosp-
here is likely to occur

•	conveying of dry dust, gas and vapour with the air, of dustiness 
not exceeding 0,3 g/m3, without viscous and aggressive impurities

FEATURES

•	spiral steel housing

•	Ex execution motor with a hood

•	aluminium radial impeller with blades of airplane wing section 
profile

•	inlet – equipped with a protective grill, in a form of a flange ad-
apted to installing on a roof base or a wall bracket

•	horizontal outlet – with the installed silencer that is equipped 
with a protective 

•	it is recommended to install a TK silencer at the inlet

•	the fan with a vertical air discharge requires an additional KL-WPA 
elbow

ADVANTAGES

•	increased fan pressure provides the possibility to overcome signi-
ficant flow resistances

•	safety in areas of explosion hazard

•	optimum acoustic pressure level
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TECHNICAL DATA

Type Part No. Designation
Synchronous 

rotations
[1/min]*

Supply 
voltage

[V];  
50 Hz

Motor 
rate
[kW]

Motor 
ingress 

protection
IP

Acoustic pressure level 
[dB(A)] from distance:

Maximum 
volume flow

[m³/h]

Maximum 
vacuum 

[Pa]

Weight
[kg]

1 m 5 m

WPA-5-D-N/Ex 888W09 II 2 G c Ex e II T3 3000 3×400 0,55 54 73/67** 59/53** 1900 1250 25

KL-160-WPA 829K14 – – – – – – – – – 1,8

WPA-6-D-N/Ex 888W10 II 2 G c Ex e II T3 3000 3×400 0,75 54 78/75** 64/61** 2500 1700 26

KL-160-WPA 829K14 – – – – – – – – – 1,8

WPA-7-D-N/Ex 888W11 II 2 G c Ex e II T3 3000 3×400 1,1 54 81/74** 67/60** 3100 1800 31

KL-200-WPA 829K15 – – – – – – – – – 2,4

WPA-8-D-N/Ex 888W12 II 2 G c Ex e II T3 3000 3×400 1,5 54 82/78** 68/64** 3900 2050 38

KL-200-WPA 829K15 – – – – – – – – – 2,4

WPA-9-D-N/Ex 888W13 II 2 G c Ex e II T3 3000 3×400 2,2 54 86/82** 72/68** 4500 2400 42

KL-200-WPA 829K15 – – – – – – – – – 2,4

WPA-10-D-N/Ex 888W14 II 2 G c Ex e II T3 3000 3×400 4,0 54 87/81** 73/67** 7400 2600 74

KL-250-WPA 829K16 – – – – – – – – – 7,5

*   Fan motors are adapted to rotation speed adjustment 

** Measurement has been carried out with an additional TK L = 500 mm silencer, installed at the fan inlet 

1.  Maximum temperature of the conveyed air +60°C. Maximum temperature in the work zone +40°C. 

2.  Maximum dustiness of the conveyed air should not exceed 0,3 g/m3.

DIMENSIONS

Type A [mm] B [mm] C [mm] ØD [mm] ØE [mm] ØF [mm] n [szt.] ØG [mm] H [mm] J [mm]

WPA-5-D-N/Ex 905 525 60 160 160 194 6 6,5 500 140

WPA-6-D-N/Ex 915 550 60 200 160 194 6 6,5 535 155

WPA-7-D-N/Ex 965 570 60 200 160 194 6 6,5 535 155

WPA-8-D-N/Ex 990 600 60 200 200
224
234
246

8
6
8

9,0
6,5
9,0

535 155

WPA-9-D-N/Ex 1030 665 60 200 200
224
234
246

8
6
8

9,0
6,5
9,0

605 155

WPA-10-D-N/Ex 1050 675 100 250 250 275 8 9,0 720 232

WPA-D-N/Ex WITH A HORIZONTAL OUTLET
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DIMENSIONS

Type A [mm] B [mm] C [mm] ØD [mm] ØE [mm] ØF [mm] n [szt.] ØG [mm] H [mm] J [mm]

WPA-5-D-N/Ex 700 525 60 160 160 194 6 6,5 810 140

WPA-6-D-N/Ex 715 550 60 160 160 194 6 6,5 815 155

WPA-7-D-N/Ex 815 570 60 200 160 194 6 6,5 840 155

WPA-8-D-N/Ex 840 600 60 200 200
224
234
246

8
6
8

9,0
6,5
9,0

840 155

WPA-9-D-N/Ex 880 665 60 200 200
224
234
246

8
6
8

9,0
6,5
9,0

840 155

WPA-10-D-N/Ex 960 675 100 250 250 275 8 9,0 960 323

WPA-D-N/Ex WITH A VERTICAL OUTLET

ØE
ØF

A

H

n x ØG

L

J
C

BØD


