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APPLICATION

• installing inside the rooms

• especially recommended for installations with significant flow re-
sistances, e. g. local exhausts, exhaust gas extractors, complicated 
air-supply and extraction systems

• application with filtering units

• conveying the air of temperature up to 60°C and dustiness not 
exceeding 0,3 g/m3, without viscous, aggressive pollutants and 
contamination creating explosion hazard

FEATURES

• medium-pressure radial fan

• spiral steel housing 

• aluminium impeller with profiled blades

• induction motor 230 V or 400 V

• meets the requirements of ErP 2009/125/EC Directive

WPA-E-N
STATIONARY FAN 

ADVANTAGES

• high disposable pressure

• series of wide range of parameters

• optimum acoustic pressure level

• provides possibility of flow efficiency adjustment by means of fre-
quency converter (applies to 3x400 V motors)

0

500

1000

1500

2000

2500

3000

3500

1000 2000 3000 4000 5000 6000 7000 8000 9000 10 000 11 000 12 000

Ty
tu

ł o
si

Tytuł osi

WPA-3

WPA-5

WPA-6

WPA-7

WPA-8

WPA-9

WPA-11

WPA-13

WPA-10

WPA-3-E

Wielob. (WPA-5)

Wielob. (WPA-6)

Wielob. (WPA-7)

Wielob. (WPA-8)

Wielob. (WPA-9)

Wielob. (WPA-11)

Wielob. (WPA-13)

Wielob. (WPA-10)

Wielob. ()

Wielob. (WPA-3-E)

St
at

ic
 p

re
ss

ur
e 

[P
a]

Volume flow [m³/h]

W
PA-3-E-N

W
PA-5-E-N

W
PA-6-E-N

W
PA-7-E-N

W
PA-8-E-N

W
PA-9-E-N

W
PA-10-E-N

W
PA-11-E-N

W
PA-13-E-N



10

FANS

TECHNICAL DATA

Type Part No.
Synchronous 

rotations 
[1/min]

Supply 
voltage 

[V]

Motor  
rate
[kW]

Motor 
ingress 

protection
IP

Acoustic pressure level 
[dB(A)]  

from distance:

Maximum 
volume flow 

[m3/h]

Maximum 
vacuum

[Pa]

Weight
[kg]

1 m 5 m

WPA-3-E-1-N 804W00 3000 230 0,25 54 78/70* 64/56* 1160 940 12

WPA-3-E-3-N 804W14 3000 3x400 0,25 54 78/70* 64/56* 1160 940 12

WPA-5-E-1-N 804W01 3000 230 0,37 54 76/67* 62/53* 1900 1250 16,5

WPA-5-E-3-N 804W02 3000 3x400 0,37 54 76/67* 62/53* 1900 1250 16,5

WPA-6-E-1-N 804W03 3000 230 0,75 54 83/75* 69/61* 2500 1700 21

WPA-6-E-3-N 804W04 3000 3x400 0,75 54 83/75* 69/61* 2500 1700 21

WPA-7-E-1-N 804W05 3000 230 1,1 54 86/74* 72/60* 3100 1800 23

WPA-7-E-3-N 804W06 3000 3x400 1,1 54 86/74* 72/60* 3100 1800 23

WPA-8-E-3-N 804W07 3000 3x400 1,5 54 88/78* 74/64* 3900 2050 29

WPA-9-E-3-N 804W08 3000 3x400 2,2 54 91/82* 77/68* 4500 2400 36

WPA-10-E-3-N 804W09 3000 3x400 3,0 54 91/87* 77/67* 6200 2450 50

WPA-11-E-3-N 804W12 3000 3x400 5,5 54 97/88* 83/74* 8050 2950 64

WPA-13-E-3-N 804W13 3000 3x400 7,5 54 99/90* 85/76* 10800 3300 85

* Measurement has been carried out with application of silencers type TK L = 500 mm installed at the inlet and outlet of the fan (for WPA-3-E-N silencer TK L = 370 mm). 
1. Maximum temperature of the conveyed air +60°C. Maximum temperature in the work zone +40°C. 
2. Maximum dustiness of the conveyed air should not exceed 0,3 g/m3.

DIMENSIONS

Type A [mm] B [mm] C [mm] D [mm] E [mm] F [mm] n [szt.] G [mm] H [mm] J [mm]

WPA-3-E-1-N
415 385 50 125 125 155 6 7,0 370 130

WPA-3-E-3-N

WPA-5-E-1-N
485 480 60 160 160 194 6 7,0 420 140

WPA-5-E-3-N

WPA-6-E-1-N
500 505 60 160 160 194 6 7,0 445 140

WPA-6-E-3-N

WPA-7-E-1-N
550 520 60 200 160 194 6 7,0 460 155

WPA-7-E-3-N

WPA-8-E-3-N 570 550 60 200 200
224
234
246

8
6
8

9,0
7,0
9,0

490 155

WPA-9-E-3-N 615 615 60 200 200
224
234
246

8
6
8

9,0
7,0
9,0

510 155

WPA-10-E-3-N 655 625 80 250 250 274 8 9,0 670 232

WPA-11-E-3-N 675 645 80 250 250 274 8 9,0 680 232

WPA-13-E-3-N 805 780 90 315 315 344 8 9,0 735 258
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