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FANS

APPLICATION

• air-supply/extraction ventilation of rooms and workplaces

• general ventilation and local exhausts

• drying the humid rooms by forcing the multiple air changes 

• conveying the air of temperature up to 60°C and dustiness not 
exceeding 0,3 g/m3, without viscous, aggressive pollutants and 
contamination creating explosion hazard

FEATURES

• spiral steel housing and motor

• supporting baseframe

• due to safety, inlet and outlet are protected with protective grill

• as standard equipped with a motor switch

• 5 metres long power supply cable with a plug

• meets the requirements of ErP 2009/125/EC

ADVANTAGES

• easy to displace appliance

• safe use

• special impeller construction provides optimum acoustic pressure 
level

• possibility of application for local exhaust or as air-supply system

WPA-P-N
PORTABLE FAN
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TECHNICAL DATA

Type Part No.
Synchronous 

rotations 
[1/min]

Supply 
voltage 

 [V]

Motor  
rate
[kW]

Motor 
ingress 

protection
IP

PAcoustic pressure level 
[dB(A)]  

from distance:

Maximum 
volume flow 

[m3/h]

Maximum 
vacuum

[Pa]

Weight 
[kg]

1 m 5 m 

WPA-3-P-1-N 805W10 3000 230 0,25 54 78 64 1160 940 12

WPA-3-P-3-N 805W21 3000 3x400 0,25 54 78 64 1160 940 12

WPA-5-P-1-N 805W11 3000 230 0,37 54 76 62 1900 1250 18

WPA-5-P-3-N 805W12 3000 3x400 0,37 54 76 62 1900 1250 18

WPA-6-P-1-N 805W13 3000 230 0,75 54 83 69 2500 1700 24

WPA-6-P-3-N 805W14 3000 3x400 0,75 54 83 69 2500 1700 24

WPA-7-P-1-N 805W15 3000 230 1,1 54 86 72 3100 1800 26

WPA-7-P-3-N 805W16 3000 3x400 1,1 54 86 72 3100 1800 26

WPA-8-P-3-N 805W17 3000 3x400 1,5 54 88 74 3900 2050 35

WPA-9-P-3-N 805W18 3000 3x400 2,2 54 91 77 4500 2400 44

WPA-10-P-3-N 805W20 3000 3x400 3,0 54 91 77 6200 2450 55

1. Maximum temperature of the conveyed air +60°C. Maximum temperature in the work zone +40°C. 

2. Maximum dustiness of the conveyed air should not exceed 0,3 g/m3.
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DIMENSIONS

Type A [mm] B [mm] C [mm] D [mm] E [mm] S [mm]2 G[mm]2 X [mm] Y [mm] H [mm]2

WPA-3-P-1-N
465 425 –1 125 125 455 420 360 205 425

WPA-3-P-3-N

WPA-5-P-1-N
475 440 –1 160 160 465 440 425 235 500

WPA-5-P-3-N

WPA-6-P-1-N
475 440 –1 160 160 500 450 450 245 525

WPA-6-P-3-N

WPA-7-P-1-N
615 515 355 200 160 615 515 480 285 585

WPA-7-P-3-N

WPA-8-P-3-N 615 515 355 200 200 625 515 500 300 605

WPA-9-P-3-N 670 565 415 200 200 670 565 560 320 665

WPA-10-P-3-N 700 650 370 250 250 705 650 565 335 695

1.  Baseframe construction is not featured by an upward branching.. 

2.  Dimension is taken between the most outstanding extremal points.

MAGNETIC HOODS

Type Part No. Diameter [mm]

SM-125 818S01 125

SM-160 818S02 160

SM-200 818S03 200

HOLDER OF THE MAGNETIC HOOD

Type Part No. Diameter [mm]

PSM-125 818P01 125

PSM-160 818P02 160

PSM-200 818P03 200

SUCTION STAND

Type Part No.
Inlet 

diameter  
[mm]

Diameter of the 
connector 

[mm]

S-152 818S04 200 152

HOSE ST/MP

See Section:  
VENTILATION ACCESSORIES


